TRACY®

LED Driver Configurator - Professional

Installation Overview

220-240VAC
4 Cord connection box

LED Driver Options

LED itBOND

TRACY PSU 75W
Art. no. 30057

TRACY PSU 150W
Art. no. 30058

. 220-240 VAC . 220-240 VAC
Mains sof60Hz NS 50/60 Hz
Power cord, 3 m z
77777777777777777777777 Qutput power 75W  Output power 150 W
Power supplies:  ~ '
TRACY PSU 75W . —\ \—s — ' Output current max 315A  Output current max 6.25 A
TRACY PSU 150W ! v I . . . .
! ‘ Dimming - Dimming -
IP rating IP65  IP rating 1P65
Driver current setting = Current per LED spot x no. of LED spots
TRACY PSU 75W
. = CCT =3000 K CCT = 4000 K
A
Art. no. 30057 1P20 IP46 1P20 IP46
Operation Lumen 65° 15° 65° 105° 65° 15° 65° 105°
LOW 100 f 1-91 1-105 1-85 1-100 1-97 1-112 1-91 1-106 |
Current per LED spot 0.034 A 0.036 A 0.037 A 0.031 A 0.032 A 0.028 A 0.034 A 0.029 A
MID 200 | 1-42 1-50 1-39 1-48 1-45 1-54 1-42 1-51 |
Current per LED spot 0.074 A 0.062 A 0.079 A 0.065 A 0.069 A 0.058 A 0.074 A 0.061 A
HIGH 300-400 | 1-26 1-23 1-24 1-22 1-28 1-25 1-26 1-23 |
Current per LED spot 0.118 A 0.134 A 0128 A 0.143 A 0110 A 0125 A 0119 A 0133 A
l LED spot range '
TRACY PSU 150W
CCT =3000 K CCT = 4000 K
Art. no. 30058 1P20 IP46 1P20 IP46
Operation Lumen 65° T15° 65° 105° 65° 15° 65° 105°
LOW 100 1-181 1-210 1-170 1-199 1-193 1-223 1-181 1-2M ]
Current per LED spot 0.034 A 0.036 A 0.037 A 0.031 A 0.032 A 0.028 A 0.034 A 0.029 A
MID 200 1-84 1-100 1-78 1-95 1-90 1-107 1-84 1-101 |
Current per LED spot 0.074 A 0.062 A 0.079 A 0.065 A 0.069 A 0.058 A 0.074 A 0.061 A
HIGH 300-400 1-52 1-46 1-48 1-43 1-56 1-49 1-52 1-46 |
Current per LED spot 0118 A 0.134 A 0128 A 0.143 A 0.110 A 0125 A 0119 A 0133 A

l LED spot range J
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